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 FLAXIBLE CARD CLOTHING FOR COTTON 
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 Decorative Pattern Tops 
	Type
	Wire
	Pin
Height
	P.P.S.I.
	Fundation
Structure
	Application

	
	No.
(CWG)
	Dia
(mm)
	
	
	
	

	MCH36J
	28×32
	0.405×0.305
	8
	360
	Five layers of double rubber
	Suitable for Medium, Fine yarn 

	MCH42J 
	28×32
	0.405×0.305
	
	420
	
	

	MCH45J 
	28×32
	0.405×0.305
	
	450
	
	

	MCH52J
	30×34
	0.355×0.255
	
	520
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 Super Tops 
	Type
	Wire
	Pin
Height
	P.P.S.I.
	Fundation
Structure
	Application

	
	No.
(CWG)
	Dia
(mm)
	
	
	
	

	MCC29J
	27×31
	0.43×0.33
	8
	290
	Five layers of double rubber
	Suitable for Medium, Fine yarn 

	MCC36J 
	27×31
	0.43×0.33
	
	360
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 Novel Tops 
	Type
	Wire
	Pin
Height
	P.P.S.I.
	Fundation
Structure
	Application

	
	No.
(CWG)
	Dia
(mm)
	
	
	
	

	MCX45J
	27×31
	0.43×0.33
	7.5
	450
	Five layers of double rubber
	Suitable for Medium, Fine yarn 

	MCX52J 
	30×34
	0.355×0.255
	
	520
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 FLEXIBLE CARD CLOTHING FOR WOOLLEN 
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 Cylinder, Doffer 
	Type
	Wire
	Pin
Height
	P.P.S.I.
	Fundation
Structure

	
	No.
(CWG)
	Dia
(mm)
	
	
	

	Cylinder
Doffer
	33
	0.28
	11.9
9.6
9.8
	440
	Felt
Felt & Sponge
Sponge
Cotton & Cloth

	
	33（+1）
	
	
	480
	

	
	33（+2）
	
	
	520
	

	
	34
	0.255
	
	480
	

	
	34（+1）
	
	
	520
	

	
	34（+2）
	
	
	560
	

	
	35
	0.23
	
	520
	

	
	35（+1）
	
	
	560
	

	
	35（+2）
	
	
	600
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RAISING FILLETS 
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	Type
	Wire
	Pin
Height
	Working
Angle
	Setting
Angle
	Foudation
	PPSI
	Former
No.
	Application

	
	No.
(CWG)
	Dia
(mm)
	Wire
Section
	
	
	
	
	
	
	

	YDCC-QR8
	27×31
	0.43×0.33
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	9.3
	40°
	82°
	VL3+C(red)
	310
	05-1
	Soft Fabric

	YDCC-QR9
	27×31
	
	
	9.0
	
	82°
	
	
	 
	Weaving Pure Woolen Felt, Woolen, Cotton, Chemical Fabrics

	YDCC-QR11
	27×31
	
	
	9.5
	
	89°
	
	
	 
	Cotton, Chemical Fabrics

	YDCC-QR12
	28×33
	0.405×0.305
	
	9.0
	48°
	72°
	
	330
	 
	Fine Woolen, Chemical Fabrics

	YDCC-QR9
	28×33
	
	
	9.1
	42°
	80°
	
	300
	06-31
	Coral Velvet
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METALLIC CARD CLOTHING
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 Cylinder 
	Standard Type
	Code name 
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	Tooth Shape 
	Application

	AC 1830×1540 H
	AC-01
	1.8
	0.40
	30°
	1073
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	Fine Yarn 

	AC 1830×1550 H 
	AC-02
	1.8
	0.50
	30°
	858
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	AC 2030×1550 H 
	AC-85
	2.0
	0.50
	30°
	858
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	AC 2030×1540 H 
	AC-84
	2.0
	0.40
	30°
	1073
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	AC 2530×1550 H 
	AC-81
	2.5
	0.50
	25°
	858
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	Medium Yarn 

	AC 2530×1550 H 
	AC-97
	2.5
	0.50
	30°
	858
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RING TRAVELLER 
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	No.
	Shape
	Wire sction 
	Foring Type 
	Linear speed
(m/sec)
	Versatile adaptability 
	No.

	2.6ELf
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	PG1/2
b=2.6
	40
	Ne 40～60 polyester/cotton, cotton 
	12/0～5/0

	2.6Elr
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	40
	Ne 100～200 Fine carding cotton 
	17/0～25/0

	3.2Elgc
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	PG1
b=3.2 
	42
	Ne 20-45 polyester/cotton, cotton, Cotton/Acrylic, spun silk
	12/0～4/0

	3.2M
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	PG1
b=3.2 
	40
	Ne 28-48 polyester/cotton, cotton 
	8/0～1/0


